GENERAL

1. The contractor shall comply with all pre-existing conditions before commencing construction.
2. The contractor shall be responsible for protecting the project site, contractor property, equipment, and works.
3. The contractor shall be responsible for elevating streets of construction and other work at least 12 hours prior to starting work.
4. The condition of the roadway and all adjacent property shall be maintained by the contractor to the satisfaction of the property owner.
5. Prior to starting work, the contractor shall notify owners of the project site and adjacent property of the work to be performed.
6. The contractor shall maintain all property in a condition that is consistent with the project site.
7. Traffic signals and boxes for pedestrians and other traffic devices shall be maintained throughout the project.

TRAFFIC SIGNAL

1. All signals related to the construction of traffic signals and boxes shall be completed prior to the activation of the traffic signals.

TRAFFIC CONTROL

1. The contractor shall comply with all pre-existing traffic control devices prior to the activation of the traffic signals.
2. The contractor shall ensure that all signs and signal boxes are in place and visible to the public.
3. Lane closures shall be limited to the minimum required for the project.
4. Detours shall be provided for all lane closures.
5. The contractor shall ensure that all temporary traffic control devices are in place and visible to the public.
6. The contractor shall ensure that all temporary traffic control devices are in place and visible to the public.

HARRIS COUNTY ENGINEERING DEPARTMENT

FOR INBOUND READER ONLY

REFERENCES

1.2.4.6.8.10.12.14.16.18.20

ON-124