ITEM 465

REMOVE AND DISPOSE OF EXISTING CONCRETE OR METAL PIPE

465.1 Description. This Item shall govern for the removal and disposal of existing concrete or metal pipe as noted on the plans or as directed by the Engineer and shall include all excavation and backfill necessary to complete the work, as well as the removal of the pipe from the project limits.

465.2 Construction Methods. All excavation made in connection with this Item and all openings below the natural ground line caused by the removal of the pipe, shall be backfilled to the level of the original ground.

All excavation and backfilling required for the removal of the pipe, shall be performed according to the Item 430 “Construction of Underground Utilities”.

465.3 Measurement. Concrete or metal pipe to be removed and disposed of shall be measured by the linear foot along the centerline of the pipe to be removed. Any excavation and backfill required will not be measured for payment, but shall be subsidiary to this Item.

465.4 Payment. Removal and disposal of concrete or metal pipe will be made at the unit price bid per linear foot for "Remove and Dispose of Existing Concrete or Metal Pipe" of the various sizes indicated. Payment shall be full compensation for excavation and backfill and includes all labor, tools, equipment and incidentals necessary to complete the work.

There are line code(s), description(s), and unit(s) for this Item.

NOTE: This Item requires other Standard Specifications.

Item 430 “Construction of Underground Utilities”

END OF ITEM 465